LAST REVISED: 04/15/12

Key stone into channel banks and
extend it beyond the abutments a
minimum of 18" to prevent flow

around dam. _ VIEW LOOKING UPSTREAM
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SECTION A—A

L = THE DISTANCE SUCH THAT POINTS
A AND B ARE OF EQUAL ELEVATION.
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SPACING BETWEEN CHECK DAMS "T':.I_Uﬁmﬁmﬁm:'

NOTES:

1. CHECK DAMS TO BE CONSTRUCTED QF ROCK, PEA-GRAVEL FILLED NOT TO SCALE
BAGS, SAND BAGS, OR EQUIVALENT APPROVED BY PUBLIC WORKS.

2. PLACE CHECK DAMS PERPENDICULAR TO FLOW OF WATER.

3. SIDE SLOPES ARE 2:1 (H:V) OR FLATTER.

4. USE FILTER FABRIC FOUNDATION UNDER CHECK DAM.

5. ROCK CHECK DAMS SHALL BE CONSTRUCTED OF APPROPRIATELY

SIZED ROCK, AND PLACED BY HAND OR MECHANICAL MEANS
(NO DUMPING OF ROCK TO FORM DAM). CITY OF KIRKLAND
6. INSPECT DAM AFTER EACH SIGNIFICANT STORM; MAINTAIN AND PLAN NO. CK— E.O7
REPAIR PROMPTLY. i
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